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Welcome to Aerodyne’s new Configurator! 
 
We are proud and happy finally to step up the game in providing the most advanced and modern harness and container configuring 
system on the market.  

This is part of a bigger project of upgrading our entire ordering system, and as such, we have chosen to release the colouring version 
of the Icon rigs at this point, so you can start already now having fun designing your next Icon. 

We hope you will have a good user experience at this point, and look forward to releasing the canopy version and fully integrated 
ordering system by July this year. In the meantime, canopies and Icons will still be ordered separately through this configurator and 
our Atools. 

 

In order to have the best user experience for this, we have put together some simple directions for using it.   

 

1. Allow configurator fully to load, this may take a bit of time the first time. Load speed depends on your internet connection. 
When loaded the speed is defined by your computer.  

2. The Configurator is best viewed on monitors with 1920 × 1080 resolution, and full view of the browser window.  

3. If menus overlap 3D model use ctrl+- to size them. The 3D model will not be affected by this and will remain same size.  

4. To rotate model: use the left mouse button – drag, turn, twist and play.  

5. To zoom in and out: Scroll with the mouse wheel.  

6. To use pre-set views use arrows below the model.  

  

Design of your Icon: 
 

1. First select ICON A or ICON V, then the type of fabric.  
Note: If you change from selected model to the other, all options will be reset, and the configurator needs to reload. 
Changing fabric will reset colour options. options will remain intact.   

2. Select all container & harness options and start designing your ICON. Note that fields for canopy sizes and AAD are for 
informative purposes only for sizing, and are not seen as entering an order for these items.  

3. To select colours you have two options:  

a. Click on the place on the rig and the colouring menu will open for that place.  

b. Select items from menus and model will rotate automatically to selected part.  

4. Choose between all available options.  The standard choice for your model is already entered as default.  

5. Custom embroidery is selected in configurator but not shown on 3D model. This must be noted separately.  

6. When completed with colouring and your choices, go to next page and enter your measurements.  

7. Enter ordering info & special instructions.   

8. Select your dealer, and submit the order. Submission of the order will generate a printable PDF order form to your selected 
dealers e-mail with a confirmation to you. These emails include the link to the order. Get together with your dealer for 
confirmation of order, make your adjustments or changes with the dealer to confirm if necessary, and they will forward the 
order for production to  Aerodyne.    

NOTE: 

• If you want to play back and forth with colours and design before you submit the order, copy and save the link in the browser window 
before you move to the measurement page. This will get you right back to the order the way it was entered without having to go through 
the process again.  Similarly, if you want to share your creation with others, simply Print Screen it and send it off on your favourite 
media. 
(Both these options will soon be possible automatically.)  


